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CENTURY SERIES
ARCHITECTURAL
COMPACT FLUORESCENT LIGHTING

MAXIMUM WATTAGE CATALOG NUMBERS

THE KIRLIN COMPANY RESERVES THE RIGHT TO CHANGE, WITHOUT
NOTICE, DETAILS OR SPECIFICATIONS IN PRODUCT DESIGN.

2 Twin 7
2 Twin 7

RN90983
RN90984

Versatile Nightlights

RN90983 RN90984

Standard and Optional Appearances

Performance at a Glance

Features
Lamps
• Designed for:

2 horizontal Twin Tube 7 watt.
• 2 pin G23 base.
Ballast
• Thermally protected, encased and potted

high power factor standard.
• 120 volt standard or see optional voltages.
• Single circuit wiring.
Reflector
• Full-sized reflective surface. White

polyester enamel finish. Minimum 85%
reflectivity.

Lens
• Clear .225" polycarbonate behind louver

standard for RN90984. Prevents sound
transmission between rooms. Available as
option for RN90983.

• Optional .187" high strength acrylic
prismatic lens available in place of louvers.

Trim Assembly
• Attractively beveled and gasketed cast

aluminum frame pulls tight to wall.
Eliminates dust streaks.

• Die-formed and louvered aluminum door
bolts tightly to frame with two flush
mounted screws. Tamper resistant screws
available. (See Options -26 and -27).

• Gasketing between door and frame
eliminates light leaks.

RN90983

Single Face
2 TWIN 7

2 TWIN 7

Two Way - Thru the Wall

RN90984

RECESSED NIGHTLIGHTS: TWIN 7 WATT COMPACT FLUORESCENT
RN90983
RN90984

• Optional hospital grade duplex GFCI or
receptacle mounts flush to frame face.
Isolated wiring compartment
provided.

• Optional hospital grade push-button on-off
switch available. (See Options -34, -S1)

• Optional lens with aluminum door
available. (See Options -17, -L1, -L2)

• Polyester enameled white finish standard.
Other colors available. See Options.

Housing
• Acrylic enameled aluminum.
• Cool: Dissipates heat across entire

surface area.
• Rustproof: Exceeds 1000 hour ASTM 5%

salt spray test.
• Serviceable through removable door and

frame assembly.
Installation
• Recesses indoor. Consult factory for

outdoor use.
• Eight 7/8" diameter access holes.
• Mounting holes provided on top, bottom

and ends for direct mounting to masonry
or steel studs.

UL, C-UL (Canada) Listings
• Wet, damp or dry locations, covered

ceilings.
Three Year Limited Warranty
• Complete standard fixture.
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SOME DESIGN

FEATURES OR OPTIONS

MAY HAVE CHANGED
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RN90983
RN90984

Options

-26 Tamper-proof flush mounted louver/door screws.
Also see Option -27.

-35 Silver enameled door and frame finish.
-36 Gold enameled door and frame finish.
-37 Dark Bronze enameled door and frame finish.
-38 Black enameled door and frame finish.
-58 277 volt 60 Hz. ballast instead.
-94 Custom color door and frame. Consult factory.
-97 Other voltage ballast. Consult factory.
-99 Special modification. Consult factory.

RN90983 Only
-13 .225" clear UV-stabilized polycarbonate behind

louvers. Prevents access.
-17 .187" high strength acrylic prismatic lens instead

of louvers.
-34 With hospital grade push button on-off switch.

Controls both lamps. Indoor use only.
-GF With duplex hospital grade GFCI installed. White.

Indoor use only. Consult factory for red version.
-HD With duplex hospital grade receptacle installed.

Indoor use only. Consult factory for red version.

RN90984 Only
-L1 .187" high strength acrylic prismatic lens instead

on one side. Louvers on other side.
-L2 .187" high strength acrylic prismatic lens instead

on both sides.
-G1 With duplex hospital grade GFCI installed on one

side. Indoor use only. Consult factory for red
version.

-G2 With duplex hospital grade GFCI installed on both
sides. Indoor use only. Consult factory for red
version.

-H1 With duplex hospital grade receptacle on one
side. Indoor use only. Consult factory for red
version.

-H2 With duplex hopital grade receptacle on both
sides. Indoor use only. Consult factory for red
version.

-S1 With hospital grade push button on-off switch
installed on one side. Controls both lamps. Indoor
use only. Consult factory for red version.

RECESSED NIGHTLIGHTS: TWIN 7 WATT COMPACT FLUORESCENT
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