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PRECISION LIGHTING
TUNGSTEN HALOGEN
THE KIRLIN COMPANY RESERVES THE RIGHT TO CHANGE, WITHOUT
NOTICE, DETAILS OR SPECIFICATIONS IN PRODUCT DESIGN.B
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MAXIMUM WATTAGE CATALOG NUMBERSLAMP

RR30903 HAS

BEEN REPLACED BY

IRR-06083

SOME DESIGN

FEATURES OR OPTIONS

MAY HAVE CHANGED

RR31204 IS
 NO

LONGER AVAILABLE

CONSULT FACTORY FOR

REPLACEMENT

Alzak® is a registered trademark of ALCOA.

RECESSED ROUND: 500 WATT (MAX.) PAR 56 TUNGSTEN HALOGEN ADJUSTABLES

500 Watt Tungsten Halogen Adjustable Highlighting:
Church, Retail, Atrium, School

Features

Performance at a Glance

RR30903
RR31204

9"

Ideal for High Ceiling Areas
Dimmable PAR 56 Sources

Safety Glass Included
11 Optional Reflector Finishes

500 Watt

RR30903
• Entire luminaire visible and serviceable from

below through removable reflector. For top
access, see Option -TA.

• Built-in plaster frame.
Outlet Box
• Prewired 14GA (NEC) galvanized steel. UL

listed. With removable insulated cover.
• 1/2" and 3/4" knockouts.
Installation
• 27"  galvanized hanger bars supplied (2).
• Fully adjustable universal galvanized mounting

brackets supplied (2). Accepts 3/4" or 1-1/4"
lathers channel or 1/2" T.S. conduit.

• Recesses indoor or outdoor in covered
ceilings.

UL, C-UL (Canada) Listings
• Wet, damp or dry locations, covered ceilings.
• Through-branch circuit conductors (6 #12

AWG  90oC).
Three Year Limited Warranty
• Complete standard fixture.
Thermal Protection (Per Current NEC)
• Thermal protector included which provides

automatic cut-off if rated temperature is
exceeded. (Insulation related)

Lamp Assembly
• Designed for:

500 watt (maximum) PAR 56 tungsten
halogen lamp; dimmable (by others).

• Rated 4000 hour life; 100 CRI.
• Tilts 90o for relamping.
• Safety tempered clear flat glass provided.
• Optional safety tempered prismatic C#73

flat glass converts oval beam pattern to
round. See Option -15 (for use with medium
flood lamp).

Socket Assembly
• Rotates, tilts and locks: 360o x 30o.

• Porcelain mogul end-prong socket.
Reflector
• Self-flanged Parabolic specular Alzak®.
• Eleven optional self-flanged colors and

finishes available. See Options.
Housing
• Acrylic enameled 100% aluminum.
• Rustproof: Exceeds 1000 hour ASTM 5%

salt spray test.
• Cool: Dissipates heat across entire surface

area.
12" 500 Watt

RR31204

RR30903

RR31204

Directional FC Chart Directional FC Chart

Directional FC ChartDirectional FC Chart

RR30903   (500W Narrow Spot Shown) RR30903-15     (500W Medium Flood Shown)

RR31204-15     (500W Medium Flood Shown)RR31204   (500W Narrow Spot Shown)
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APPROVAL STAMPSUBMITTAL DATA

JOB NAME

TYPE

WATTAGE VOLTAGE
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Detailed Photometry - Installed Fixture
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BEEN REPLACED BY

IRR-06083

SOME DESIGN

FEATURES OR OPTIONS
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LONGER AVAILABLE

CONSULT FACTORY FOR

REPLACEMENT

RR30903
RR31204

RR30903 500W NSP Efficiency = 71.2%
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RR31204 500W NSP Efficiency = 75.9%

RR30903-15 500W MFL Efficiency = 58.7%
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RR31204-15 500W MFL Efficiency = 64.8%

RECESSED ROUND: 500 WATT (MAX.) PAR 56 TUNGSTEN HALOGEN ADJUSTABLES
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Options

FROM I.T.L. (BOULDER, CO) RR30903  (500W NSP): TEST # 43325 RR30903-15  (500W MFL): TEST # 43323
RR31204  (500W NSP): TEST # 43326 RR31204-15  (500W MFL): TEST # 43324
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Alzak® is a registered trademark of ALCOA.

Estimated Multipliers
-16 Champagne Gold Alzak®: CP x .98
-30 White: CP x .98
-63 Dune Alzak: CP x .97

-69 Wheat Alzak: CP x .97
-70 SofTex Clear: CP x .98
-71 SofTex Dune: CP x .95
-72 Black Alzak: CP x .80

-90 SofTex Champagne Gold: CP x .96
-91 SofTex Wheat: CP x .95
-93 Pewter Alzak: CP x .95
-OG Black OptiGroove: CP x .82

65
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-15 Safety tempered prismatic C#73 flat glass for
use with medium flood lamp. Converts oval
beam pattern to round. See Option -LP.

-16 Champagne Gold specular Alzak self-flanged
reflector. (CP x .98)

-30 All white reflector, self-flanged. (CP x .98)
-31 White flange (only) on self-flanged reflector.
-32 Trim extender. Broadens trim flange O.D. by

1" to cover larger ceiling opening.
-45 Gasket above reflector flange. Stops dust

streaks on ceiling.

-63 Dune specular Alzak self-flanged reflector.
(CP x .97)

-69 Wheat specular Alzak self-flanged reflector.
(CP x .97)

-70 SofTex Clear softly etched self-flanged
reflector. Resists smudges. (CP x .98)

-71 SofTex Dune softly etched self-flanged
reflector. Resists smudges. (CP x .95)

-72 Black specular Alzak self-flanged reflector.
(CP x .80)

-90 SofTex Champagne Gold softly etched self-
flanged reflector. Resists smudges. (CP x .96)

-91 SofTex Wheat softly etched self-flanged
reflector. Resists smudges. (CP x .95)

-93 Pewter specular Alzak self-flanged reflector.
(CP x .95)

-94 Specular or SofTex custom color / finish
reflector, self-flanged. Consult factory.

-99 Special modification. Consult factory.
-LP With PAR 56 lamp. Specify wattage, beam

spread and color temperature. With medium
flood, also select Option -15.

-OG OptiGroove black seamless tapered
aluminum reflector. White trim, self-flanged.
(CP x .82)

-TA Top access modification for servicing from
above.
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