
3401 EAST JEFFERSON AVENUE • DETROIT, MICHIGAN 48207-4232
(313) 259-6400 • Fax: (313) 259-9409 OR (313) 259-3121

NEW MILLENNIUM
TUNGSTEN HALOGEN and
INCANDESCENT LIGHTING

MAXIMUM WATTAGE

THE KIRLIN COMPANY RESERVES THE RIGHT TO CHANGE, WITHOUT
NOTICE, DETAILS OR SPECIFICATIONS IN PRODUCT DESIGN.
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SOME DESIGN

FEATURES OR OPTIONS

MAY HAVE CHANGED
Performance at a Glance

SURFACE ROUND: 150 A-21 / 300 PS-25 (MAX.) / INCANDESCENT DOWNLIGHT
SR20925
SR21226

Alzak® is a registered trademark of ALCOA.

Regressed Lens Shallow Cylinders

Lamp / Socket
• Designed for:

SR20925: Horizontal 150 watt (max.)
A-21 inside frosted incandescent lamp
(by others).
SR21226: Horizontal 300 watt (max.)
PS-25 inside frosted incandescent
lamp (by others).

• Dimmable (controls by others).
• Glazed porcelain medium base socket.
Trim Assembly
• Seamless tapered black OptiGroove

with white flange. Self-flanged trim.
• Regressed tempered prismatic low

brightness C#73 spread distribution
lens.

• White flare trim, flat trim or eggcrate
louver available. See Options.

• Anopal,  fresnel, vandal resistant or
Holophane lens available. See Options.

Features

Housing
• Seamless,  rigid aluminum. No visible

hardware. For MRI version, see -MR.
• White acrylic enameled finish

standard. See Options for other colors.
• Rustproof: Exceeds 1000 hour ASTM

5% salt spray test.
• Cool: Dissipates heat across entire

surface area.
Installation
• Center point mounting with snug fit to

ceiling. Mounting hardware furnished.
• Indoor or outdoor for covered ceiling

use. (See Option -89 for use with -PM
or -WB)

• Collar for mounting beneath surface
outlet box available. (Option -80)

• Pendant mount available. (Option -PM)
• Wall bracket available. (Option -WB)
UL, C-UL (Canada) Listings
• Wet, damp or dry locations, covered

ceilings. (See Option -89)
• Caution: Use 90oC supply wire to

outlet box above.
Three Year Limited Warranty
• Complete standard fixture.

9"
Ideal for Lower Ceiling Heights

Uniform Illumination
MRI Versions Optional

Optional Trims/Lenses Available

150 Watt

SR20925

12" 300 Watt

SR21226

SR20925 SR21226

***** Dia. (in ft.) shown is where FC
value is half the FC at nadir.

Cone of Light Key
Ft.
FC
Dia.

Distance from fixture
Footcandles (average)
Circle of light at 50% of FC

SR20925 SR21226

0o S/MH 0.5
90o S/MH 0.8

180o S/MH 1.1

0o S/MH 0.6
90o S/MH 0.6

180o S/MH 0.8

Representative Views:

(Right) SR21226 shown
with Optional wall
bracket (Option -WB)
(Left) Optional
pendant mount
(Option -PM)

1600

3200

4800
0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

300

600

900
0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

Cone of Light*

Ft.       FC       Dia.
6
8

10
12
14
16

36.3
20.4
13.1

9.1
6.7
5.1

Cone of Light*

Ft.       FC       Dia.
6
8

10
12
14
16

130.3
73.3
46.9
32.6
23.9
18.3

3.9
5.2
6.4
7.7
9.0

10.3

6.9
9.2

11.5
13.9
16.2
18.5

SR20925
SR21226

150
300

A-21
PS-25



APPROVAL STAMPSUBMITTAL DATA

JOB NAME

TYPE

WATTAGE VOLTAGE

CATALOG NUMBER

LIM
ITE

D
 W

A
R

R
A

N
TY

: C
A

TA
LO

G
E

D
 K

IR
LIN

 FIXTU
R

E
S

 A
R

E
 W

A
R

R
A

N
TIE

D
 FR

E
E

 O
F D

E
FE

C
TS

 IN
 W

O
R

K
M

A
N

S
H

IP
 O

R
 M

A
TE

R
IA

L FO
R

 TH
R

E
E

 Y
E

A
R

S
 FR

O
M

 D
A

TE
 O

F P
U

R
C

H
A

S
E

, IN
S

TA
LLE

D
 TO

 N
.E

.C
., IN

 N
O

R
M

A
L U

S
E

. M
anufacturer at his option w

ill replace or repair such fixture or refund
the p

urchase p
rice on p

resentation of p
roof of p

urchase and
 d

efective fixture at the offices of m
anufacturer w

ithin three years  of original ship
m

ent. Liab
ility of m

anufacturer is lim
ited

 to the foregoing, and
 m

anufacturer shall not b
e liab

le for any othe r d
am

ages, d
irect or ind

irect, sustained
 or suffered

 b
y p

urchaser or any p
erson. This w

arranty is sup
p

lied
to the b

uyer in p
lace of all other w

arranties, exp
ressed

 or im
p

lied
. S

eller d
oes not w

arrant as to m
erchantab

ility or fitness f or a p
articular use, nor w

ill any oral statem
ent constitute a w

arranty or am
end

 this sp
ecific w

arranty. A
b

norm
al use, ab

use of the fixture, im
p

rop
er installation, or rep

air, or m
od

ification of the fixture w
ithout p

rior w
ritten authorization

from
 the m

anufacturer w
ill render the w

arranty void.

Detailed Photometry - Installed Fixture
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ISR-09143
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SOME DESIGN

FEATURES OR OPTIONS

MAY HAVE CHANGED

SR20925
SR21226 SURFACE ROUND: 150 A-21 / 300 PS-25 (MAX.) / INCANDESCENT DOWNLIGHT

Options

SR20925  (150W): TEST NUMBER 46995
SR21226  (300W): TEST NUMBER 47058
SR21226  (200W): TEST NUMBER 47059
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200 WATT

EFFICIENCY  =  71.8%
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300 WATT

EFFICIENCY  =  67.8%
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-13 Clear 1/8" flat polycarbonate beneath
prismatic flat C#73 lens. (SR20925 only)

-18 Anopal flat glass. Not enameled. Diffusing.
-20 White 1/2" cube eggcrate aluminum louver.
-35 Silver enameled luminaire finish instead.
-36 Gold enameled luminaire finish instead.
-37 Dark Bronze enameled luminaire finish instead.
-38 Black enameled luminaire finish instead.
-40 White grooveless flare trim instead. With

regressed tempered prismatic C#73 spread
lens or specify optional lens.

-45 Gasket between trim and housing.
-46 Gasket between trim and lens.

-58 277/120V stepdown transformer for 277
volt line input, prewired into fixture, for
SR21226 only.

-80 2" extension collar for mounting luminaire
beneath surface outlet box. Finish matches
housing color.

-87 Custom -PM length. Specify up to 4 feet or
consult factory. Use with Option -PM.

-88 Swivel canopy for sloped ceilings up to 45o.
Earthquake rated. Use with Option -PM.

-89 Sealed top WeatherCap feature prevents
moisture and insect intrusion in outdoor or
high humidity areas. Use with Option -PM
or -WB.

-94 Custom color/finish trim assembly or

luminaire. Specify parts. Consult factory.
-99 Special modification. Consult factory.
-FR Fresnel tempered lens instead. Concentric

prisms.
-FT Flat white trim instead. With tempered

prismatic flat C#73 spread lens or specify
optional lens. Also see Option -HO.

-HO Holophane  concave prismatic tempered lens
instead for SR20925. (With Option -FT, also
available for SR21226.)

-MR Converted to non-ferrous construction for MRI
use.

-PM Pendant mount instead. 3/8" T.S. x 18" or see
Option -87.  Also see Options -88 and -89.

-WB Wall bracket mount instead. Also see -89.
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